
 

MAC FAUCETS 
The World's Finest Selection of Designer & Commercial Automatic Faucets! 

 
Industry Standard™ Automatic Toilet Flush Valve 

 

 

  Models: ATV-2 Complete Valve 
(Valve and Stop (Less Spud) = ATV-2A) 
(Valve Only (Less Spud and Stop) = ATV-2B)             
 

Featuring: 

• Solid Brass Body. 

• Solid Brass, Trouble Free Piston Valve. 

• Battery Powered (4 Standard AA Batteries). 

• Solid Brass Stop. 

• 1-1/2”, 9” Long Spud and Vacuum Breaker. 

• *** Optional 15” long Spud and Vacuum Breaker. 

• Hermetically Sealed Sensor and electronics.  

• Visible Low Battery Indicator Built into Sensor Capsule. 

• Available in 20 Finishes. 
 

ASSI 1037 
 

ANSI/ASME 
A112.19.6 

 
Installation Conforms to 

ADA Requirement 

Package Includes 
 

Automatic Valve 
 

1” Stop Valve 
 

 Wall Trim Kit 
 

3/4”-9” Spud and 
Vacuum Breaker 

  
Urinal Trim Kit 

 
Batteries Pre-installed 

 
All the hardware necessary 
for satisfactory installation 



 
Specifications and Dimensions 

 
Model: ATVATVATVATV----2222    

Body: Solid brass 

Stop: Solid brass 

Spud: 1-1/2”, 9” long with vacuum breaker 

Power: 4 AA Alkaline batteries 

Solenoid valve: 6 Volt magnet latching 

Working Water Pressure: 1 PSI -100 PSI 

Water Inlet Size: 1” NPT female, at stop 

Water Outlet Size: 1-1/2“ NPS male 

Water Flow Control: Yes, at stop 

Flush Cycle: 1.6 GPF/6.0 LPF 

Valving System: Poston type  

Strainer: 50 Mesh 

Sensor type and Location: Active Infrared, body mount 

Sensor Microprocessor: Digital, Pug And Play 

Sensing Zone: 8” to 32”  

     
All Dimensions in Inches 
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